
ELECTRICAL INSTALLATION
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Mechanical strength: 1250N (heavy)

Impact resistance: 2,0 kg/300mm (heavy)

Temperature range (application, installation): 
from -25 to +60°C °C 

Flexibility: rigid

self-extinguishingFlammability: 

Material:  lead-free, polyvinyl chloride (PVC-mod.) 

EU Designation (EN 61386-1): 44411
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Application:

Specially designed pipes used for distribution carrying 
wires lightning protection systems in building and 
industrial electrical installations (according to EU 
designation PN-EN 62305-3)

Pipes protect against a stroke of lightning nearby 
lightning protection wires. 

Pipes are characterised by high mechanical strength 
and high rigidity ensuring effective protection the time 
of lightning struck and they prevent from damaging 
ang changing the colour of elevation walls.The 
products are highly resistant to UV radiation.

Characteristics of material:
Lead free, self-extinguishing/flame retardant, high 
mechanical strength coefficient and excellent 
percussion strength properties, little unit elongation, 
medium-elastic when tensioned, immune to pressures 
and most of chemical compounds, very good dielectric 
properties.

SELF-EXTINGUISHING LIGHTNING
PROTECTING PIPE AND CONNECTORS
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Standard diameters

Nominal diameter
DN (mm)

d
Inside diameter (mm)

D
Outside diameter (mm)

g
Wall thickness (mm)

Volume of the package

RO 28 18 28 5 21 m / 7 pcs

connector ZRO 28 28 38 5 7 pcs

RO 32 22 32 5 21 m / 7 pcs

connector ZRO 32 32 42 5 7 pcs

Lightning protection pipe RO

Carrying wires

Ground rod

Ground clamp

Connector ZRO

Carrying wires

Connector ZRO

Lightning protection pipe RO

Ground rod

Outer wall installations Sunk installations

Straight connectors are used for connecting lightning protection pipes. Assembly conducted in 
accordance with enclosed instruction ensures compatibility of system according to PN-EN62305-3.

Steel clamps are recommended in order to properly attach pipes to the walls of buildings. 

Accessories

ZPTS INGREMIO-PESZEL
ul. Laskowska 93, PL 32-329 Bolesław
tel. +48 (32) 647 19 00, 647 19 01
fax +48 (32) 647 19 19

www.ingremio.com.pl
e-mail: biuro@ingremio.com.pl
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ISO 9001 ISO TS 16949

The specification can be subject of change without notice.
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